FUSEVIEW™ NPT THREAD MODEL GS P/N

2. DIMENSIONS ARE APPROXIMATE AND MAY VARY.
3. HASTELLOY® IS A REGISTERED TRADEMARK OF HAYNES INTERNATIONAL, INC.
4. ALL INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE.
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MODEL / CONNECTION | PRESSURE SIZE FUSEVIEW™ FUSING GLASS FINISH RETAINER TEMPERATURE | OUTER FUSEVIEW™
(WETTED) (WETTED)
5=GS A =150 psi A=1/4"  G=11/2"|A=CS 1=BORO 0 = STANDARD 0= NONE A= V450°F @ = NONE
C =500 psi B=3/8" H=2" B=SS PLUS™
E = 1000 psi c=1/2" 1=21/2" |D=C276
D=3/4" J=3"
E =1 K=4"
=11/4"
LEGEND SPECIFICATIONS
CS = CARBON STEEL SIZE in. | THREAD DA in. Bin. cin. PRESSURE RATING | MAX. TEMPERATURE
VIEW QA psi F
SS =316 STAINLESS STEEL 1/4 1/4-18 5/16 3/4 5/8 150 / 500 / 1000 450
C276 = HASTELLOY® C276 OR EQUAL 3/8 3/8-18 7116 3/4 3/4 150 /500 / 1000 450
1/2 1/2-14 1/2 113/64 | 15/16 150 /500 / 1000 450
3/4 3/4-14 5/8 11/16 11/16 150 /500 / 1000 450
1 1-111/2 3/4 11/16 13/8 150 /500 / 1000 450
11/4 11/4-111/2 | 15/16 11/4 13/4 150 /500 / 1000 450
11/2 11/2-111/2 | 11/8 11/4 2 150 /500 / 1000 450
2 2-111/2 112 11116 [ 21/2 150 /500 / 1000 450
21/2 21/2-8 17/8 115/16 |3 150 /500 / 1000 450
3 3-8 21/8 2 5/16 3 5/8 150 /500 / 1000 450
TOP VIEW 4 4-8 3 21/2 43/4 150 /500 / 1000 450
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