
NEMA 4/IP 66 CLASSIFIED AREA

SAFE AREA

CANTY PROVIDED CAMERA POWER
QUICK CONNECT CORD

CANTY PROVIDED 8 CONDUCTOR
QUICK CONNECT ETHERNET CORD

MAX DISTANCE 10 FT [3 m]

CANTY PROVIDED 3 CONDUCTOR
19 FT. [6m], 16 AWG STRANDED
QUICK CONNECT POWER CORD

CANTY P/N: VCMRA-001
VECTOR CONTROL MODULE

3U RACKMOUNT

CUSTOMER PROVIDED CAT 6 NETWORK CABLE
328 FT. [100 m] MAX OR FIBER LINE FOR LONGER LENGTHS

FOR GIGABIT NETWORK TO VCM
W/CANTYVISION SOFTWARE INSTALLED

CUSTOMER PROVIDED 
MONITOR, KEYBOARD, 
AND MOUSE

SEE SHEET 3 FOR WIRING
CUSTOMER INPUT 24VDC 5A 120W

CANTY P/N: VD4912-984
SINGLE USE CAMERA
SEE SHEET 2 FOR DETAILS

CANTY P/N: VC11282-1850
(INCLUDED WITH SINGLE USE CAMERA)

CANTY CAMERA SUPPLY
SEE SHEET 4 FOR DETAILS


